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Gun Safety WarninGS

It Is essentIal that these operatIng InstructIons 
be thoroughly studIed before usIng thIs fIrearm 
to assure proper and safe gun handlIng. faIlure 
to follow these InstructIons or faIlure to  
obey any safety warnIng may result In Injury  
to yourself or others, or cause damage to  
your fIrearm.

As a gun owner, you accept a set of demanding  
responsibilities. How seriously you take these  
responsibilities can be the difference between life and 
death. There is no excuse for careless or abusive handling 
of any firearm. At all times handle your rifle and any 
other firearm with intense respect for its power and 
potential danger.

please read and understand all of the cautIons, 
proper handlIng procedures and InstructIons 
outlIned In thIs owner’s manual before usIng 
your new fIrearm.

1. Do not carry a loaded firearm with a live shell in the 
chamber while running, climbing a tree, crossing a 
fence or anywhere you might slip or fall, drop the 
firearm or otherwise bump or jar the firearm. A 
firearm that is dropped, bumped or jarred with a 
chambered shell might accidentally discharge even 
with the safety on, causing serious injury to you or 

someone else. When you are ready to shoot and a 
shell is chambered, keep the safety in the “on safe” 
position until shooting is imminent.

2. Do not rely on the safety to prevent accidental 
discharge. Many safeties merely block the trigger and 
prevent firing by pulling the trigger. The safety may 
not prevent an accidental discharge due to dropping, 
jarring or bumping a firearm.

3. Use only ammunition for which the firearm is 
chambered, as indicated on the barrel, to prevent 
excessive pressure and possible serious personal injury.

4. Incorrectly reloaded ammunition can cause serious  
personal injury and damage to the firearm due to  
excessive pressure. Reload only after proper 
instruction and in strict compliance with instruction 
and data contained in current reloading manuals.

5. Never point a firearm at anything you do not intend 
to shoot. Always keep it pointed in a safe direction in 
case of accidental discharge.

6. Always check to ensure that the barrel is free of 
obstructions before loading and using the firearm.  
If you experience light recoil or an off sound, check  
the barrel for an obstruction.

7. Before firing, clean any grease or oil out of the barrel 
with a cleaning rod and patch. Grease or heavy  
accumulation of oil can cause excessive pressures and 
result in serious personal injury.

 1



 2

8. Keep the barrel, chamber and action free of rust.  
Rust in the barrel and chamber can cause excessive 
pressures resulting in serious injury. A rusted, pitted  
or eroded barrel should be replaced.

9. Use hearing protection to prevent ear damage  
from repeated exposure to gunfire.

10. Always use proper shooting glasses to prevent  
eye injury from flying particles.

11.  Never carry a loaded firearm in a motor vehicle or 
carry one into a dwelling. Always carefully unload  
the firearm before entering a motor vehicle, a dwelling 
or an area such as a camp. Always point firearms in a 
safe direction while loading or unloading to prevent 
serious injury in case of an accidental discharge. 
Never load your firearm in a house or in a vehicle.

12.  Never shoot at a hard, flat surface or at the surface of 
water, to avoid a ricochet and possible serious personal 
injury to yourself or a bystander.

13.  Store firearms in a clean, dry place out of reach of  
children and separated from stored ammunition.

14.  Never alter any parts of your firearm. Any alterations  
or adjustments that may become necessary to the  
operating mechanism should be performed by a  
qualified gunsmith.

15.  Hunting from elevated surfaces, such as tree stands, is 
dangerous. Doing so may increase the risk of handling 

any firearm. Always make certain that the stand being 
used is safe, sturdy and stable. Always make certain 
your firearm is unloaded when it is being taken up  
and down from the stand. Take every precaution to 
ensure that your firearm is not dropped from the stand 
or dropped while it is being taken up or down from 
the stand.

16.  Discharging firearms in poorly ventilated areas, 
cleaning firearms or handling ammunition may result 
in exposure to lead and other substances known to 
cause birth defects, reproductive harm and other 
serious physical injury. Have adequate ventilation at 
all times. Wash hands thoroughly after exposure.

General DeScription

Balance. Pointability. Reliability. Handling. These are 
what you expect in an over and under, and they’re what 
you get with your new Select. It’s superbly designed, 
combining the traditions of American hunting guns and 
European competition guns. Select Field models are ready 
for many years of brisk Nebraska pheasant hunts to dusty 
Texas quail hunts to New England grouse hunts accented 
by bright fall colors. Handling is its key advantage with a 
lively feel and dimensions designed so you can quickly 
acquire and move to target.

Sporting and trap models are true competition over and 
under shotguns. A great clay target shotgun begins at the 
receiver. The Select’s low-profile receiver with dual, 



between-the-barrel lockup is the foundation. This, 
combined with stock dimensions designed to put you on 
target consistently, brings the package together. It’s the 
right design, with the right dimensions and the right 
balance for serious clay target competitors. A few things 
to take notice of are:

• Low-profile receiver. The perfect receiver design for 
the optimal combination of action strength, 
pointability and balance.

• Strength. The Select features dual locking pins made 
to stay tight under years of heavy use.

• Invector-Plus™. This is the same choke system  
found on today’s leading sporting and hunting  
guns world-wide. The longer tubes, combined with 
back-bored barrels, reduce shot deformation and 
produce consistent, tight patterns across the entire 
choke spectrum. (Your choke tubes may be marked 
“Win-Plus.” There is no difference.)

• Barrel selector. The selector is integrated into the top 
tang safety. You can select which barrel fires first. The 
other barrel fires with the next pull of the trigger.

In order to keep your new shotgun in top condition and 
operating at its peak performance, you must read, 
understand and follow all of the instructions in this 
owner’s manual.

General operation

The Select is an over and under shotgun made to fire two 
successive shots by pulling the trigger twice — once for 
each shot. Each time the action is broken open the 
hammers are cocked automatically. Each time the action 
is opened empty shells (one or two) are ejected clear of 
the chamber(s) automatically. Unfired shells are elevated 
in the chamber. They can be left in place or removed with 
your fingers. The action is broken open with a lever 
mounted on the top of the receiver just forward of the 
safety switch. The Select breaks down into three pieces in 
just seconds for cleaning or storage (Figure 2).

Prior to using live ammunition, familiarize yourself 
thoroughly with all the operating instructions in this 
owner’s manual. Get accustomed to the feel of your new 
firearm. Know the forces required to operate the action. 
Understand how to select the firing order of the barrels. 
Learn how to pull the trigger correctly, and above all, 
know the location and operation of the safety. Procedures 
for disassembly and operation of various components are 
outlined in the following sections. Please read and study 
them thoroughly. 

Important: always Keep the muZZle poInted In a 
safe dIrectIon. 

use the correct ammunItIon as referenced by 
the InscrIptIon on the barrel.
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FIGURE 2
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FIGURE 1
top lever

receiver

safety/barrel selector

trigger
forearm

muzzlebarrel

front sight

mid bead sight 
(special models)

recoil pad
trigger guard

buttstock

forearm release latch lug
side rib



 5

before loadIng your gun be sure all grease and 
oIl haVe been remoVed from the barrel and 
chambers, and there are no obstructIons. 

terminoloGy anD DeScriptionS 

Descriptions in this owner’s manual generally refer to the 
gun in the horizontal position. That is, in the normal 
firing position. For example, the muzzles are forward or 
front; the buttstock is rearward or rear; the trigger is 
downward or underneath; the sight plane is upward or on 
top. For general parts terminology, refer to Figure 1. 

The Select is also shown disassembled to the extent 
necessary in order to follow instructions contained in this 
book (Figure 2). Details of the action are also shown in 

Figures 3 and 4. Figure 5 covers the general features and 
benefits of the Select design.

Throughout this owner’s manual the “action” refers to 
the mechanism of this shotgun that secures the shell in 
the chamber. 

Serial number 

The serial number is located on the top tang of the 
receiver under the top lever. A duplicate number is 
located on the bottom of the barrels (when removed) on 
the flat surface crossing the barrels below the trunnion 
surface. Record the serial number at the front of this 
owner's manual for future reference. 

trunnion surface

FIGURE 4

(Continued on page 8.)

locking pins FIGURE 3

firing pins

trunnion

cocking lever

locking pin recesses

ejectors/extractors

locking lug
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stocks are profiled for an ideal fit, fast 
handling and reducing recoil on the face. 
special models feature an adjustable comb 
for a personalized fit.

the dual locking pins are located high, 
between the barrels, one on each side 
— made to stay tight under years of 
heavy use. the pins are larger and more 
sturdy than some competitive models. 
this optimizes strength of the action 
while allowing an overall lower profile 
of the receiver than found on some 
other over and under shotguns. 

deluxe recoil pads provide 
maximum comfort.

the top-tang safety offers excellent 
convenience with both gloved and 
ungloved fingers. plus, it is ambidextrous 
for right- or left-handed shooters.

the select has a compact, low-profile 
receiver with an ideal combination of 
action strength and balance. the receiver 
is quick and lively, not too small and  
not too bulky.when empty shells are 
ejected from a select they leave the 
chambers at virtually the same time, 
flying side-by-side through the air. this 
is a sign of a well-timed mechanism.

ShotGun featureS

select sporting models 
feature a trigger that 
adjusts for length of pull.

®



FIGURE 5
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the barrel is back-bored for improved pattern performance. 
back-boring means that the barrels are made with a slightly 
larger inner bore diameter than traditional dimensions. this 
results in less resistance to the shot column as it moves 
down the bore and less deformation of pellets as they move 
through the forcing cone. there is also a slight decrease in 
perceived recoil. 

the barrels and forearm 
remove for easy cleaning 
and storage.

select shotguns are fitted with the proven Invector-plus™ choke system. 
these longer tubes have special tapers for optimum patterning — plus 
they are specially designed for back-bored barrels. It allows you to 
change choke constrictions to meet the demands of the game or target. 
extra-full choke tubes are available for hunting turkey or other game 
requiring extremely tight patterns with lead shot loads.

select shotguns feature a durable rib 
design in both field and sporting widths. 
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initial cleaninG anD oilinG

Some metal parts of your Select have been coated at  
the factory with a rust preventative compound. Before 
using your shotgun, clean the anti-rust compound from 
the inside of the barrels, receiver area, locking pin 
mechanism, extractors/ejectors, hinge surfaces and the 
chamber areas. A high quality, lightweight gun oil  
should be used to remove this compound and to give  
your new gun its first lubrication. Clean the barrels  
using a cleaning rod and patch as explained under 
“Cleaning and Maintenance Suggestions” found later  
in this owner’s manual. 

If your new Select is to be stored for an extended period of 
time, it is permissible to leave the rust preventative 

compound in place and keep your Select in its box for 
maximum protection during long-term storage. 

Before beginning assembly of your Select you should  
first wipe the mechanism clean and apply a few drops  
of quality oil on the surfaces shown (Figures 6 and 7). 
Avoid applying too much oil, only a light film is  
necessary. Excessive oil should be wiped off, especially  
in cold weather. 

operation of the Safety

Your Select shotgun is designed with a top tang mounted 
safety. It is located just rearward of the top lever on the 
top tang, and is convenient for gloved or ungloved fingers. 
It is operated with the thumb of your rearward hand when 
holding the gun in shooting position.

• “On Safe”: When pulled fully to the rear with your 
thumb an “S” is exposed at the front of the safety 
switch. This shows you visually that the safety is in 
the “on safe” position (Figure 8).

• “Off Safe”: When the safety switch is pushed fully 
forward the “S” is covered by the safety switch. This 
indicates to you that the safety is in the “off safe” 
position (Figure 9). 

With the safety in the “on safe” position the trigger and 
hammer are blocked and the shotgun cannot be fired. 

FIGURE 7FIGURE 6

lightly oil at these points.
lightly oil both sides of the 
ejectors/extractors.
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In the “off safe” position — if your gun is loaded with a 
round in the chamber — the chambered round can be 
fired by simply pulling the trigger.

Never rely totally on your gun’s safety switch/button. It is 
merely an aid to safe gun handling. Like any mechanical 
device the safety can possibly fail: it can be bumped off or 
inadvertently manipulated into an unsafe condition. 
Always keep your shotgun pointed in a safe direction. 

At all times in the field keep the safety in the “on safe” 
position and the barrel pointed in a safe direction. It is a 
good idea never to load your shotgun until you are in the 
field, at the location you intend to begin hunting or you 
are at your station on a range and it is your turn to shoot. 

For extra safety on a range, and as a courtesy to others, 
fully unload the chambers and keep the action open at all 
times other than when it is your turn to shoot.

Note: Do not depend on the exposed “S” alone to 
indicate your gun’s safety status, as time, exposure to the 
elements, and the abrasive action of cleaning agents may 
obscure it.

It is essential that you become very familiar with the feel, 
look and operation of the safety of this shotgun before 
attempting to load and shoot it.

barrel Selector

The safety switch on the top tang of your gun also serves 
as the barrel selector. The barrel selector allows you to 
choose which barrel will fire with the first pull of the 
trigger. The other barrel will then fire with the second 
pull of the trigger. The safety must be in the “on safe” 
rearward position to operate the barrel selector. 

The safety can be moved to the right or left covering and 
uncovering the letters. On the left side of the safety 
switch is the letter “U” which stands for "under." On the 
right side is the letter “O” which stands for "over."

• If the letter “U” is exposed, the under (lower) barrel 
will fire first (Figure 10). 

• If the letter “O” is exposed, the over (top) barrel will 
fire first (Figure 11). 

FIGURE 9FIGURE 8

the safety in 
the "on safe" 
position. the 
"s" is visible 
above the 
safety switch.

the safety in 
the "off safe" 
position. the  
"s" is not  
visible above the 
safety switch.



Often different chokes are installed in each barrel which 
have different constrictions. This may make one choke 
more preferable for a certain shot. Also there is slightly 
less muzzle jump when the lower barrel is fired first, 
making it easier to pick up your target for a follow-up  
shot. The barrel selector allows you to choose the best 
choke and firing order combination for changing  
hunting conditions or to adapt to the layout of a  
sporting clays station. 

Always make sure that the selector switch is completely to 
one side or the other. If the switch is inadvertently 
positioned directly between “O” and “U” the safety switch 
may be more difficult to move to the “off safe” position. 

aSSembly

Your shotgun will come from the factory partially 
disassembled. Remove the barrel assembly (with forearm 
attached) and receiver/stock section from the carton. 
Wipe them clean and lightly oil component parts as 
explained under “Initial Cleaning and Oiling” (Page 8).

It is important to carefully follow the assembly 
instructions below to assure the proper assembly of  
your shotgun.

Important: These instructions assume you are assembling 
your Select from its disassembled form, exactly as it comes 
from the factory. The forearm should come attached to 
the barrels. The buttstock/receiver section and the barrel/
forearm section should be two separate components.

before begInnIng the assembly process,  
always maKe certaIn there are no shells In  
the chambers.

1. Inspect the chambers and action areas, and clean dirt 
and/or excess oil from them as explained in this 
owner's manual.

2. Remove the forearm from the barrels. To do this hold 
the barrels with one hand and pull out on the forearm 
release latch with the other (Figure 12). You may need 
to pull it away from the barrels with your other hand. 

3. Attach the barrels (without the forearm attached to 
them) to the action by first holding the barrels with 

 10

FIGURE 11FIGURE 10

selector in 
the "under" 
position.

selector in 
the "over" 
position.



the muzzle at a downward angle with respect to the 
receiver. Then push the top lever to the right. 
Carefully engage the surfaces of the trunnions (located 
inside the forward portion of the receiver) with the 
curved trunnion surfaces on the monoblock, located 
on each side of the bottom barrel (Figure 13).

4. With the monoblock properly seated on the trunnions, 
lift up on the barrels and close the action. Make sure 
the monoblock and trunnions remain in proper 
alignment. When performing assembly procedures it 
also helps to keep the top lever pushed fully to the 
right with your thumb until the action is closed. 
When the action is fully closed release the top lever 
and the action will be locked in the closed position. 

 cautIon: when closIng the actIon do not use 
undue force.

 If the action seems difficult to close, the monoblock 
and trunnions may not be properly engaged. Release 
the upward pressure and carefully separate the barrels 
from the action again. If forced, you may mar and 
damage the fine fit of your shotgun’s action.

5. Once the barrels are installed and the action closed, 
replace the forearm on the gun by sliding the radiused 
rear surface of the forearm extension at an angle into 
the radiused front edge of the receiver. The shape of 
the rear of the forearm should match the shape of the 
front of the receiver (Figure 14). When it does, lift 
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pull downward on the forearm’s 
release latch and angle the 
forearm down and off.

FIGURE 12
angle the two halves 
as shown.

FIGURE 13

attach the barrels by aligning the 
trunnion surfaces on the barrels with 
the trunnions on the receiver. 

trunnion surface
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the front of the forearm until it engages with the 
barrels with an audible click. If it does not click, 
gently slap the forearm just above the latch with the 
palm of your hand. If the forearm release latch 
protrudes after the click, carefully push it into place.

Your shotgun is now fully assembled and the action is 
closed. Make sure the safety is in the “on safe” position 
before proceeding.

DiSaSSembly 

Disassembling your Select shotgun into its two assembly 
components is an ideal way to ready your shotgun for 
storage and cleaning. Many luggage-style cases require 
doing this. It is also a way to add an extra measure of 
safety when storing your gun around the home.

before startIng to dIsassemble your shotgun, 
always maKe certaIn there are no shells  
In the chambers and the safety Is In the  
“on safe” posItIon.

1. Open the action by pushing the top lever all the way 
to the right and pulling the barrels downward to 
visually make sure the chambers are empty. Once you 
are sure your shotgun is unloaded, close the action and 
make sure that the safety is still in the “on safe” 
position. If not, move it there immediately.

2. Place the butt of your shotgun on your thigh for 
support. Remove the forearm by pulling outward  
on the forearm release latch and pushing the  
forearm away from the barrels with your other  
hand. Pull the front-most end of the forearm away  
and slightly forward, completely detaching it from the 
barrel set and the front of the receiver. 

3. Separate the barrels from the receiver by holding the 
stock of the shotgun securely in your right hand and 
the barrels in your left. Push the top lever to the right 
with your thumb. Rotate the barrels downward until 
they separate from the receiver. Be sure to support the 

FIGURE 14
reattach the forearm by lining up the 
forearm extension with the receiver. 
hold at an angle.



barrels and buttstock carefully. When the barrels are 
fully down, carefully lift the hinge portion of the 
barrels (at the receiver) upward out of the receiver, 
separating the barrels from the receiver (Figure 15).

4. If you are cleaning your Select shotgun, this is  
the ideal level of disassembly. You will have three 
separate components: 

• The receiver/stock

• The barrel set

• The forearm

 Perform cleaning and maintenance as explained later 
in this owner’s manual.

5. When cleaning is completed, reattach the forearm to 
the barrels for storage. This is done very easily when 
the barrels are detached. Simply align the forearm 
extension along the bottom of the barrel so that the 
forearm extension aligns with the rails on each side of 
the chambers. Make sure the ends of the rails line up 
with the rear top edge of the forearm (Figure 16). The 
forearm can be angled slightly or positioned parallel 
with the barrels. Press with even pressure using both 
hands, front to back, along the forearm. As the 
forearm snaps into position, the release latch may 
briefly protrude from the bottom of the forearm. It will 
snap down flush with the forearm when it is secured in 
position correctly.
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FIGURE 15lift up and out to separate the 
barrels from the receiver.

line up the forearm with the chamber rails 
and barrels and snap into place. 

FIGURE 16



ammunition

There are several different versions of the Select. The 
gauge and chamber length are inscribed on the side of the 
barrel, forward of the receiver. They are inscribed as 
follows on the receiver:

• 2¾" and 3" Magnum. These models are designed to 
shoot all factory loads from 2¾" up to 3" Magnums. 
The chamber is designed to accept up to 3" factory 
loads. (It is not designed to shoot 3½" shells.)

• 2¾". Select shotguns with this designation are usually 
target models. They are specifically configured to be 
able to handle all factory 2¾" loads including the 
lightest target loads up to heavy 2¾" hunting field 
loads. (2¾" target models are NOT designed to shoot 
3" or 3½" shells.)

Take extreme care to note the gauge and shell length of 
your shotgun as inscribed on the side of the barrel. You 
must shoot only shells of the correct gauge and length. 
For example, inadvertently placing a 20 gauge shell in a 
12 gauge gun is extremely hazardous. The 20 gauge shell 
can slide forward through the chamber. The rim of a 20 
gauge shell will stop when it comes in contact with the 
end of the 12 gauge chamber (an area called the forcing 
cone). It is possible for the shooter to think that the 
chamber simply is not loaded and then insert a 12 gauge 
shell behind a 20 gauge shell. When the 12 gauge shell is 
fired, the barrel may burst, destroying your gun and 
possibly causing serious injury to yourself or others. 

Never mix shells of different gauges in hunting clothes or 
other gear. Train young shooters about the importance of 
using the correct ammunition for any gun. 

maKe sure you use only the exact ammunItIon/
gauge and chamber length for your gun as 
lIsted on the left sIde of the barrel.

wInchester rIfles and shotguns can assume no 
responsIbIlIty for IncIdents whIch occur 
through the use of shotshells of Incorrect 
gauges or those that when shot, deVelop 
pressures In excess of Industry standards 
establIshed by the sportIng arms and 
ammunItIon manufacturers’ InstItute (saamI).

dIschargIng fIrearms In poorly VentIlated 
areas, cleanIng fIrearms, or handlIng 
ammunItIon may result In exposure to lead and 
other substances Known to cause bIrth defects, 
reproductIVe harm and other serIous physIcal 
Injury. haVe adequate VentIlatIon at all tImes. 
wash hands thoroughly after exposure.

Incorrectly reloaded ammunition can cause serious 
personal injury and damage to the firearm due to 
excessive pressure. Reload only after proper instruction 
and in strict compliance with instructions and data 
contained in current reloading manuals.
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Winchester® ammunition is always an excellent choice for 
your new Winchester firearm, delivering the unmatched 
performance and dependability you want. 

loaDinG

Before loading your firearm, be sure all grease and oil have 
been removed from the barrel and chamber and there are 
no obstructions. Use the correct ammunition referenced 
by the inscription on the barrel. There is only one way to 
load the chamber of your Select.

Before loading the chambers, make sure of the following:

• Your shotgun is pointed in a safe direction.

• The safety is in the “on safe” position.

• You are in an appropriate location for shooting.

• You have the correct gauge and type of ammunition 
for your gun.

1. Place the safety in the “on safe” position.

2. Open the action by pushing the top lever to the right  
with the thumb of your right hand. Left-handed 
shooters usually push the lever reaching across with 
their left thumb. 

3. Visually check to make sure there are no obstructions, 
grit, grime, oil, cleaning patches or other materials in 
or around the action area or in the chambers or bores 
of the barrels.

 cautIon: eVen the smallest obstructIon can 
Increase barrel pressure. thIs may result In 
barrel damage and serIous Injury to the 
shooter and others In the VIcInIty.

4. Insert a shell in the chamber or chambers you plan to 
fire. Make sure they are fully forward in the 
chamber(s), with the rims in direct contact with the 
edge of the extractors/ejectors (Figure 17).

 cautIon: maKe sure the shells are of the 
proper gauge and chamber length for your 
gun. checK the ammunItIon desIgnatIon on the 
barrel and checK the desIgnatIon on your 
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Insert the loaded shells into the 
chambers. push them in fully against 
the edge of the extractors/ejectors.

FIGURE 17



ammunItIon. faIlure to follow these 
InstructIons can result In seVere damage to 
your gun and possIble serIous Injury to 
yourself or others.

5. Close the action by lifting up on the forearm, hinging 
the barrels upward into position, until the action is 
fully closed. When closed, the top lever will snap back  
into the center position. There should be no space 
between the face of the barrels and the face of the 
receiver when the action is fully closed (Figure 18). 

 It is common, because of the tight tolerances and 
craftsmanship of your shotgun, that the top lever will 
be just slightly right of center, even when the action is 

fully closed (Figure 19). This is the result of tight 
tolerances which assure your gun of excellent  
receiver-to-barrel fit for many years to come and  
is the sign of a finely crafted firearm. 

 If the action of your shotgun resists closing, do not 
force it closed. Small pieces of hull plastic, grit or 
other obstructions can make it difficult to close the 
action. Make sure all surfaces are clean if an unusual 
resistance is felt and try again. If it still resists closing, 
fully disassemble and perform a thorough cleaning, 
then reassemble. If you still have a problem, take your 
Select to a qualified gunsmith or to one of the many 
Winchester Authorized Repair Centers (Page 28).
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FIGURE 18

make sure the action is fully closed. 
the barrels should be tight with the 
receiver at the breech. 

FIGURE 19

when closed, the top 
lever may still be 
slightly to the right. 



6. Select the barrel you want to fire first by operating the 
barrel selector which is an integral part of the safety 
switch. The safety must be in the rearward, “on safe” 
position to be able to select the firing order of your 
barrels. Refer to the instructions under “Barrel 
Selector” on page 9. 

Important: the gun Is now ready to fIre by moVIng 
the safety to the “off safe” posItIon and pullIng 
the trIgger. after fIrIng the fIrst barrel, the 
second barrel fIres wIth just the pull of the 
trIgger. ImmedIately place the safety In the “on 
safe” posItIon If the second barrel wIll not be 
ImmedIately fIred. 

to aVoId accIdental dIscharge: do not carry a 
gun wIth a shell In the chamber. In all cases, 
when fIrIng Is no longer ImmInent, maKe sure the 
safety Is In the “on safe” posItIon.

firinG

The Select will fire two shots, one with each pull of  
the trigger. 

1. At all times except immediately preceding shooting, 
keep the safety in the rearward “on safe” position  
(with the “S” exposed). 

2. Load the chambers and close the action as explained 
under “Loading” on page 15).

3. When shooting is imminent, and with a loaded shell in 
the chamber, the safety “on safe”, and your finger off 
the trigger, push the safety to the “off safe” position 
(with the “S” fully covered by the safety switch). Your 
shotgun is now ready to fire with a pull of the trigger. 

cautIon: your shotgun Is now ready to fIre. 
fIrmly shoulder your shotgun, moVIng It to  
alIgn wIth the target and, when on target, 
pullIng the trIgger.

For training purposes or in some target situations your gun 
can be fired “single shot” by loading one shell at a time in 
only one of the chambers. For training new shooters, the 
bottom barrel is often used because of its slightly lower 
perceived recoil. Make sure the barrel selector is set for the 
barrel you will be firing. 

If your gun fails to fire on the first pull of the trigger 
(because the selected barrel did not fire due to misfire, 
malfunction or simply because it was unloaded) the second 
barrel cannot be fired. Open the action and properly load 
the chambers before proceeding or changing the barrel 
selector setting. 

It Is Important to treat your gun as If It were 
loaded wheneVer the actIon Is closed.
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After you have completed firing you should either reload 
the chamber(s) with unfired shells (if hunting/shooting  
is going to continue) or fully unload your shotgun (if 
shooting is completed). Regardless, always first place  
the safety in the “on safe” position.

when fIrIng Is completed or when shootIng Is no 
longer ImmInent, ImmedIately return the safety 
to the “on safe” posItIon. 

Important: under no cIrcumstances should you 
moVe on or contInue to hunt wIth the safety In 
the “off safe” posItIon. 

unloaDinG

One of the convenient features of an over and under 
shotgun is how easy it is to load, unload and determine 
the safety status of your shotgun. With the action open it 
is visually easy to know for certain whether your shotgun 
is loaded or unloaded. Several easy steps will assure that 
you maintain a safe status when unloading your shotgun. 

Before opening the action to unload, make certain that 
the muzzle is pointed in a safe direction and make certain 
that the safety is in the “on safe” position. Move it to the 
“on safe,” fully rearward position, if it is not already there.

cautIon: wheneVer unloadIng, always be certaIn 
that the muZZle Is poInted In a safe dIrectIon 
and that the safety Is In the “on safe” posItIon.

On the Select over and under the ejector/extractor 
mechanism mechanically adapts to whether there is a 
fired shell in a chamber or a loaded shell. With loaded 
shells the mechanism acts as an extractor, elevating the 
shells in the chamber. With fired shells it acts as an 
ejector, forcefully ejecting the empty shell clear of the 
chamber and onto the ground. 

1. To unload after firing, open the action by pushing and 
then holding the top lever fully to the right while you 
pull (or push) down on the barrels with your left 
hand. Depending on your strength, it may be very 
helpful to brace the buttstock between your right arm 
(at the elbow) and the side of your torso. (Tilt the 
angle of your gun slightly to the right, away from your 
body if you are right handed.) Push down until the 
barrels hinge downward fully and the rear of the 
chambers — and the bases of the shells — are fully 
exposed. Tilt the chambers slightly to the right to 
have the empties eject to the right — well clear of 
your face. Right-handed shooters tip to the right and 
left-handed shooters tip to the left. 

 be careful: empty shells wIll eject out of the 
chambers rapIdly and dIrectly In lIne wIth 
the chambers. If you faIl to tIp the chambers 
away from your face and body they may 
strIKe you In the face or body causIng Injury.

 18



2. Whenever possible, pick up all of your empties after 
they are ejected so as to not to cause litter. With 
practice, it is possible to catch ejecting shells in your 
hand. If you open the action with the buttstock 
braced between your arm and torso, it is possible — 
when the action is almost fully opened — to remove 
the thumb of your right hand from the top lever and 
immediately cup your hand over the bases of the shells 
in the chambers. Open the action fully, using your 
body and arm as leverage. As the action opens, the 
shells will eject and be stopped by your cupped hand. 
You can then remove them from the chambers and 
place them into your empty shell carrier. 

3. Unfired shells will be elevated in the chambers by the 
extractors. They can be unloaded from your shotgun 
by pulling the unfired shell(s) out of the chambers 
with your fingers. 

 If only one barrel has been fired, only the fired shell 
will be ejected upon opening of the action. If you will 
be continuing to hunt or shoot, a loaded round can be 
inserted in its place. You are now fully loaded again.

maKe sure the safety Is In the “on safe” posItIon 
at all tImes except when shootIng Is ImmInent. 

always VIsually Inspect the chamber Very 
carefully after unloadIng to be sure lIVe 
rounds are cleared from the gun.

in the caSe of a miSfire

Only rarely will modern factory ammunition experience a 
misfire. If this ever occurs when shooting your Select, 
please follow these instructions carefully. 

cautIon: In case of mIsfIre, Keep the barrel 
poInted In a safe dIrectIon. carefully open the 
actIon whIle aVoIdIng dIrect exposure to the 
breech by yourself and others. remoVe the 
shell from the chamber. fully unload your 
shotgun by remoVIng the other shell.

Carefully inspect the misfired shell. If the primer is 
indented, the shell should be disposed of in a manner that 
would prevent accidental injury to you, others, or the 
environment. If there is no indentation, your gun may 
have malfunctioned. Make certain you are following all 
firing procedures correctly. If it fails to indent the firing 
pin again, your shotgun has malfunctioned and should be 
serviced by a qualified gunsmith, or by a Winchester 
Rifles and Shotguns Authorized Repair Center (ARC) 
(Page 28).

invector-pluS™ choke tube SyStem

The Select is fitted with one of the most popular and 
universally accepted choke tube systems on the market: 
Invector-Plus. Your Select shotgun is specially designed 
for this system only. Your choke tubes may be marked 
“Win-Plus.” There is no difference This means:
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• It has a back-bored barrel.

• It is threaded to accept Invector-Plus choke  
tubes only. 

The Invector-Plus system allows you to configure your 
Select for the patterns and/or choke constrictions your 
hunting or target situation demands. The system gives you 
the most highly engineered choke tapers — designed to 
produce the best possible patterns for target and field 
situations. Plus, it is extremely easy to switch choke 
constrictions to match your shooting conditions. 
Invector-Plus tubes are fully steel and lead shot 
compatible. Most Invector-Plus choke tubes fit flush with 
the muzzle when installed. A special choke tube wrench is 
provided to remove and tighten the choke tubes.

Invector-Plus (Win-Plus) choke tubes are not 
interchangeable with any other choke tubes on the 
market including chokes listed as “Standard Invector™ or 
our line of “WinChoke®” choke tubes.

use only choKe tubes marKed InVector-plus In 
your shotgun. use only the approprIate gauge  
of InVector-plus choKe tubes as marKed on  
your shotgun.

Failure to follow these warnings may damage your gun 
and cause injury to yourself and others. A special “Plus” 
choke tube wrench is provided to remove and install 
Invector-Plus choke tubes.

do not fIre thIs shotgun wIthout haVIng an 
InVector-plus choKe tube Installed. permanent 
damage may result to the threads.

cautIon: wheneVer handlIng any shotgun for the 
purpose of remoVIng or InstallIng a choKIng 
deVIce, maKe absolutely certaIn the gun Is fully 
unloaded, and the actIon Is open! neVer attempt 
to remoVe or Install a shotgun choKIng deVIce In 
a loaded fIrearm!

SelectinG the correct invector-pluS tube — 

The Invector-Plus choke system is fully compatible with 
factory lead, tungsten, bismuth or steel shot loads. The 
conversion chart includes lead, tungsten, bismuth and 
steel shot information. Lead and steel shot perform 
differently in tubes with the same choke constriction. 

For this reason, both lead and steel designations have 
proven necessary. In fact, larger steel shot diameters result 
in different patterns than smaller steel shot sizes. Each 
designation is inscribed on each choke tube.

To help you choose the correct choke tube for each 
shooting situation, all Invector-Plus choke tubes are 
inscribed on the side with abbreviations for the patterns 
they produce with both lead and steel shot.

Each tube also features identification notches located on 
the top rim of each tube (Figure 20). These notches allow 
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you to determine the choke designation while the tube is 
installed. Rim notches refer specifically to lead shot. You 
will need to use the chart above to cross-reference from 
lead to steel, and determine the appropriate tubes for your 
ammunition and hunting/shooting situation.

Note that bismuth shot responds similarly to lead shot 
and tungsten shot responds more like steel shot.

The choke designation for Signature™ Series tubes is 
indicated on the red rim of the choke tube.
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tube removal — 

unload your shotgun fully. Inspect the chambers 
to maKe sure they do not contaIn  
any shells. 

1. Open the action fully downward, and place the “safety” 
in the “on safe” position.

2. Use the Invector-Plus wrench to loosen the tube, 
turning it counterclockwise. Finger twist the tube the 
rest of the way out of the barrel.

tube inStallation — 

unload your shotgun fully. Inspect the chambers 
to maKe sure they do not contaIn any shells. 

Rim 
Notches

Pattern with 
Lead Shot

Pattern with 
Steel Shot

Extended** X-Full Turkey **

I Full *

II Imp. Modified Full1

III Modified Full1

IIII Imp. Cylinder Modified

IIIII Skeet Imp. Cylinder

No Notches Cylinder Cylinder
* Not for use with steel shot. Using an over-tight choke constriction 

with steel shot will result in an ineffective “blown” pattern.
** Extra Full Special, extended with ports. Do not use with steel shot.
1 When more than one choke designation is listed for a given steel shot 

pattern, use the more open choke listed for high velocity, larger shot 
size steel loads.

no notches

FIGURE 20
five notches

four notches

three notches

two notches

one notch
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1. Open the action fully downward, and place the safety 
in the “on safe” position.

2. Before installing a tube, check the internal choke 
tube threads in the muzzle, as well as the threads on 
the Invector-Plus choke tube to be sure they are 
clean. Lightly oil the threads with a high quality, light 
weight oil.

3. Using your fingers, screw the appropriate tube into 
the muzzle end of the barrel, tapered end first, 
notched end outward. When it becomes finger tight, 
use the Invector-Plus choke tube wrench to firmly 
seat the tube.

 The Invector-Plus choke tubes should be periodically 
checked to assure that they are tight and firmly  
seated. Before checking, follow the safety guidelines 
outlined above. 

chanGinG lenGth of pull  
(Special moDelS)

Some Select shotguns are fitted with a special trigger  
shoe system that allows you to make small adjustments  
to the length of pull. This feature is usually found on 
target models where shooters benefit from highly 
customized settings. It is easy to change the length of  
pull using the 1.5 mm Allen (hex head) wrench included 
with your firearm.

before performIng any adjustments,  
always maKe certaIn there are no shells  
In the chambers and the safety Is In the  
“on safe” posItIon.

1. Place your firearm on its side on a secure, padded 
surface to prevent marring the finish.

2. Using the Allen wrench provided (any good 1.5mm 
Allen wrench will work) loosen the trigger shoe from 
the trigger plate by inserting the wrench from the 
bottom into the set screw head (Figure 21). Turn in a 
counterclockwise direction to loosen.

3. When the screw is sufficiently loose you will be able to 
move the trigger shoe along the trigger plate with your 

FIGURE 21with set screw loose, slide the 
trigger shoe into the indexing 
dots on the trigger plate to 
personalize length of pull.

Insert the allen 
wrench and loosen 
the set screw.
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fingers. There are indexing dots on the trigger shoe 
and on the plate. Line up the dots to make length of 
pull longer or shorter as desired (Figure 21). 

4. Tighten the Allen wrench to secure the trigger shoe to 
the plate (turn in a clockwise direction to tighten). 
Make sure you have aligned the indexing dots in order 
to prevent marring the bottom of the trigger plate 
with the set screw. 

5. With your firearm unloaded, and pointed in a safe 
direction, shoulder your firearm several times to see 
how the adjustment changes fit you. Increase or 
decrease the length of pull following the instructions 
above if necessary. Do not adjust more than allowed 
by the “dot” index marks on the plate and trigger 
shoe. When you have found the adjustment you 
prefer, tighten the set screw. Always make sure the 
trigger shoe is totally secure before firing. Checking 
the tightness of the set screw should be part of your 
regular maintenance.

aDjuStable Stock (Special moDelS)

Some Select shotguns are fitted with an adjustable stock 
that allows you to make adjustments to the stock for cast 
and drop. This feature is usually found on target models 
where shooters benefit from highly customized settings.

aDjuStinG caSt on anD caSt off —

Adjusting cast on and cast off allows you to achieve a 
perfect fit from the stock to your face. This is a most 
crucial adjustment, as it determines how correctly and 
consistently your eye will line up with the sight plane 
along the barrel rib. A shotgun correctly adjusted for  
cast on and cast off will have you looking directly down 
the center of the rib with the front and middle beads  
in alignment.

before performIng any adjustments,  
always maKe certaIn there are no shells  
In the chambers and the safety Is In the  
“on safe” posItIon.

FIGURE 22loosen the stock adjustment screws.
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1. Loosen the two stock adjustment set screws on the 
right side of the removable cheek piece and remove 
the cheek piece by lifting upward (Figure 22). This 
exposes the cast on and cast off adjustment 
mechanism. (The cheek piece comes set from the 
factory with cast in the center position.)

2. Loosen both the stock adjustment stud screws  
located in the top of the stock adjustment studs  
using the larger (3mm) Allen wrench that is provided 
(Figure 23). It only takes a fractional ¼ turn to loosen 
them adequately.

3. Slide each stud equally in the desired direction. Each 
mark indicates 1⁄16".

4. Move the studs to the right for cast off (Figure 24).

5. Move the studs to the left for cast on (Figure 25).

6. Right-handed shooters may desire some cast off, with 
left-handed shooters preferring some cast on. The 
terminology is the same for right- or left-handed 
shooters. The net effect is to move the cheek piece to 
allow the face to move farther over the stock for 
better eye-to-rib alignment.

7. When properly set, the front and rear sight beads 
should line up perfectly each time you shoulder  
your shotgun.

8. Tighten the stock adjustment stud screws. Be careful 
not to over tighten.

FIGURE 23loosen the stock adjustment screws. FIGURE 25FIGURE 24

cast off cast on
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9. Replace the cheek piece onto the studs. If drop at 
comb has already been set to your desired height, 
tighten the two stock adjustment set screws securely. If 
drop has not been set, leave the set screws loose and 
proceed to “Adjusting Drop at Comb.”

aDjuStinG Drop at comb — 

Adjusting the drop at the comb allows you to align your 
eye perfectly with the plane of the rib. 

The drop measurement is determined by measuring the 
distance between the plane formed by the top of the rib 
and the top of the cheek piece itself. The higher the 
cheek piece, the lower the drop. To set drop, perform  
the following:

before performIng any adjustments,  
always maKe certaIn there are no shells  
In the chambers and the safety Is In the  
“on safe” posItIon.

1.  Loosen the two stock adjustment set screws on the 
right side of the cheek piece (if they were not left 
loose after setting the cast) using a 3mm hex (Allen) 
wrench. The cheek piece will now move freely, up and 
down on the stock adjustment studs.

2.  Position the cheek piece on the studs at the desired 
drop up or down on the stock. Make sure the 
adjustment on each stud is equal up and down. When 
you have determined a possible setting, lightly tighten 

the stock adjustment screws and then shoulder the 
firearm to test the setting. Drop adjustments are a 
matter of trial and error. Adjust a little at a time until 
you obtain the desired sight picture on the rib.

3.  Once your desired drop at comb is obtained, secure 
the cheek piece in place by tightening the two stock 
adjustment set screws on the right side of the cheek 
piece. Drop is now set on your shotgun. 

barrel portinG (Special moDelS)

Some Select target models feature ported barrels that to 
reduce recoil and muzzle jump. Reducing recoil not only 
increases comfort when shooting, but increases accuracy 
because it is easier to pick up the second clay target faster 
due to decreased recovery time following the first shot. 
Carbon can build up in the ports after shooting. Clean 
them with a good quality powder solvent and pipe 
cleaners to scrub away debris.

cleaninG anD maintenance SuGGeStionS

Your Select shotgun will function better and more reliably 
over a longer period of time if it is properly maintained 
and cleaned.

before performIng any cleanIng procedures, 
always maKe certaIn there are no shells  
In the chamber and the safety Is In the  
“on safe” posItIon.
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You should clean your shotgun after every day of shooting 
and more often if it becomes excessively dirty. A 
minimum cleaning includes wiping down the action and 
oiling key parts. Most regular maintenance will also 
include cleaning the barrels. If you encounter a function 
problem (i.e., tightness when breaking open or closing the 
action) be sure to give your firearm a thorough cleaning 
to see if it solves the problem before seeking the services 
of our service facility or a qualified gunsmith. To clean 
your firearm, follow these general guidelines.

cleaninG proceDureS —

always place the safety In the “on safe” posItIon 
before begInnIng any cleanIng procedure and be 
certaIn your shotgun’s chambers are unloaded. 

always wear protectIVe safety glasses durIng 
all cleanIng procedures. Keep ammunItIon away 
from the cleanIng area. do not test the functIon 
of your fIrearm wIth lIVe ammunItIon.

1. Use a cleaning rod with a tip and patch suitable for 
the size of your shotgun’s bores. Make sure the patch is 
large enough for a snug fit in the bore. Insert the rod 
and patch into the barrel at the receiver end and run 
it back and forth several times.

2. Inspect the chamber and bore for lead and powder 
fouling. A normal amount of powder residue can be 
expected and is not serious. It can usually be removed 

by repeating step one, using a patch saturated with 
solvent. If fouling should become heavy, it can be 
removed with a brass bore brush. Dip or spray the 
brush with solvent and scrub the chamber and bore 
until the fouling is removed. To prevent brass bristles 
from breaking off, the brush should be pushed 
completely through the bore before being withdrawn.

3. After fouling has been removed the bore should  
be wiped dry. Then pass a lightly oiled patch  
through the bore to prevent corrosion. A fine, light  
gun oil is recommended. 

4. Wipe all exposed metal surfaces of the receiver, 
forearm and barrels with a clean rag. Finger marks 
should be removed because they provide a place where 
moisture can accumulate. Any dried oil in the receiver 
area should also be removed. 

5. Lightly oil your firearm at the points described under 
“Initial Cleaning and Oiling” found on page 8. 
Ordinary good judgment will, of course, indicate that 
the metal of the firearm should receive a light film of 
oil any time the firearm has been exposed to weather 
or handling. This is very important and must be done 
with every firearm. Remember, the polished, finely 
fitted surfaces of the receiver and action mechanisms 
must always have a thin film of oil. Make sure that the 
surfaces of the locking pin system and the hinge 
components are especially clean and lightly oiled with 
a high-quality gun oil. 



 27

 Inspect the barrels and chambers. maKe 
certaIn that no patches haVe been 
InadVertently left In them. remoVe any  
that remaIn.

6. Wipe all wood surfaces with a soft cloth.

7. When transporting only, store your Select in a  
quality protective case to prevent scratches and  
dents. Store in a dry place to prevent corrosion.  
Store away from children.

maKe sure your shotgun Is unloaded and always 
store ammunItIon separately.

do not taKe your fIrearm’s actIon apart beyond 
what Is explaIned In thIs owner’s manual. 

This firearm is a specialized, finely fitted mechanism.  
Any attempt to disassemble the trigger group/firing 
mechanism may mar it for life. It is unnecessary, and may 
do damage to the inner mechanism, to disassemble these 
components for routine cleaning and oiling. Of course, 
misfortunes (such as dropping your firearm in water) 
require appropriate attention, and in such circumstances 
we recommend you immediately take your firearm to a 
qualified gunsmith.

cleaninG the invector-pluS™ choke SyStem —

1. Never use a brass brush to clean your barrels unless 
choke tubes are installed. Bristles could break off and 

lodge in the threads, making installation and removal 
of the choke tubes difficult.

2. Regularly remove the choke tubes in order to clean 
and oil the threads inside the barrel, as well as on the 
choke tube itself. This will protect the threads from 
being damaged and also prevent a dirt build-up that 
would cause the choke tube to become difficult to 
remove. Clean the threads with solvent and a small, 
soft brush like a toothbrush. Wipe completely clean 
and leave a thin film of clean oil on the threads, both 
on the tube and in the barrel. The threads of the 
choke tube and the internal threads of the barrel 
should be cleaned after each use and before the 
installation of a tube.

3. Be careful when removing/installing a tube. Use the 
specially designed wrench. Damage can result to both 
choke tube and barrel when attempting to remove 
sticky choke tubes. 

4. Never fire your shotgun or run cleaning tools through 
the barrel of any choke-tubed shotgun without having 
the choke tubes installed.

other cleaninG SuGGeStionS — 

• Never pour large quantities of oil into the receiver  
or other parts. It can drain down to the wood and 
soften it causing permanent damage and loosening  
of the stock.
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• After extended periods of heavy use, your shotgun 
should be taken to a qualified gunsmith to have  
the action disassembled for professional cleaning  
and lubrication.

cleaninG partS With Special finiSheS — 

Be especially careful when cleaning firearms with 
camouflage, Dura-Touch® Armor Coating and other 
special finishes. Always prevent these surfaces from 
coming in contact with cleaning solvents, barrel scrubbers 
and other strong chemicals. It is preferable to clean these 
surfaces with a light gun oil containing no solvents or 
with a damp cloth and mild dish soap (be sure to keep 
water out of the action). When cleaning your firearm's 
bore and action be sure to protect the external finishes 
from any contact with chemicals used. Also avoid any 
contact between external finishes and other strong 
chemicals like those found in DEET-containing insect 
repellents, sunscreens, etc. Damage to camouflage,  
Dura-Touch and other finishes caused by chemicals is 
irreversible and unrepairable.

partS, Service, repair anD QueStionS 

If your Winchester rifle or shotgun should ever  
need service  or repair, it is often best to contact a 
Winchester Rifles and Shotguns Authorized Repair 
Center. To locate an Authorized Repair Center visit  
www.winchesterguns.com or contact our customer  

service department. In some cases it is appropriate to use 
the Winchester Rifles and Shotguns Service Center in 
Arnold, Missouri. If you have any questions contact our 
customer service department and we can help you 
determine the best place to service your firearm.

Parts listings, Authorized Repair Center lists,  
service procedures, service/repair form and general 
product information are also found on the Web at:  
www.winchesterguns.com.

When returning your firearm for servicing, you must do 
the following:

1. Be sure it is completely unloaded. 

2. Remove the scope or other optics. 

3. Package it securely in a cardboard container.

4. When sending your firearm, enclose the service/repair 
form available at www.winchesterguns.com or a letter 
that clearly describes the trouble experienced, the 
ammunition used and the repairs desired. Also include 
your name and a daytime phone number where you 
can be reached.

5. If convenient, send a copy of the service/repair form 
or letter to us separately.

6. Never return ammunition with your firearm. It is 
against postal and most commerce regulations.
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partS, Service, repair StatuS  
anD technical QueStionS —

Winchester Rifles and Shotguns Parts and Service 
BACO, Inc. 
3005 Arnold Tenbrook Road 
Arnold, MO 63010-9406 
(800) 322-4626

General proDuct anD hiStorical QueStionS —

Winchester Rifles and Shotguns Customer Service 
BACO, Inc. 
275 Winchester Avenue 
Morgan, UT 84050-9333 
(800) 945-5237

cautIon: parts are made for wInchester  
brand fIrearms manufactured by or for 
wInchester rIfles and shotguns, and should  
not be used In other fIrearms, eVen though 
models may be sImIlar. Improperly fItted  
parts may be dangerous.

WebSite information 

An information resource for Winchester Rifles and 
Shotguns is found on the World Wide Web. 

• List of Authorized Repair Centers.

• Customer Service information.

• Firearm Service/Repair Form.

• Answers to many technical and historical questions.

• Links to helpful sites.

Go to: www.winchesterguns.com
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Licensee

Winchester  i s  a  registered trademark of  Olin Corporat ion.

Winchester Rifles and Shotguns 

BACO, Inc. 
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